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~ Los balastos BE 436-2 pueden ser conectados a tres o cuatro
   lámparas (ver esquema).
~ Balasto a incorporar Clase I.
~ Encendido con precalentamiento de cátodos para una larga vida 
<<<=><?@<?ABC@D@E<FGH<=>FI>??JFE<HG<C@DC@=>JFK
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~ Efecto estroboscópico corregido.
~ Permite el uso en luminarias de Clase I y Clase II sin 
   apantallamiento a tierra de las lámparas.
L<_>HFG`H<C>DBGIG=@<fghjkmopE<qvjmvwTK
~ Soporta 2 horas a 350V (A/C).
L<}JH>NIJD>F<=><NJH>~G`H<DACG=@<NJH<BQ>??><=><X<R@NG`HK
<<<�>NNG`H<=>?<NJH=QNIJD<NGDNQ?@D�<vEqjfEq<BB2.
~ Disponible bajo pedido con conexión para cableado automático 
   sistema (ALF).

~ BE 436-2 ballasts con be connected to three or four lamps 

  (see diagram).

~ Class I ballast for built-in use.

~ Ignition with preheating in cathodes for a long life in the lamp, 

"""#$%&'*%"+"/0&10"'5"+"$7815$9:;
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<"H$:&"J51K*197L"'?15/%$'9;"H$:&"1915:L"1JM"7$197L;

~ Corrected stroboscopic effect.

~ Allows the use of Class I and Class II luminaires without 

   screening to earth in the lamps.

~ Permitted voltage 198-264v, 50-60Hz.

~ Stands 2 hours at 350V (A/C).

<"Y/?$@"7'9917%$'9"7'9917%'5"#$%&"M"G$9:"0?5$9:;""=$57*>/5"

   conductor section: 0.5-1.5 mm
2
.

~ Connection by automatic wiring carried out by robot (ALF) 

   available upon request.

Esquemas de conexionado

Wiring diagrams
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BE 436-2 9640008

T8
TC-L
T5
T5
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BALASTOS PARA 3 Ó 4 LÁMPARAS / BALLASTS FOR 3 OR 4 LAMPS

BALASTOS PARA 3 LÁMPARAS / BALLASTS FOR 3 LAMPS

BE 336-2 9630010
T8
TC-L
T5
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EN 61347-2-3 Seguridad / Safety

EN 60929 Funcionamiento / Performance

EN 61000-3-2 Armónicos / Harmonics

EN 55015 Interferencias / Interferences

EN 61547 Inmunidad EMC / EMC Immunity
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T8 / TC-L / T5 MULTIPOTENCIA 
Electronic ballasts for T8 / TC-L / T5
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