
Konstrukce:

CYKY 450/750 V

1. Měděný vodič plný 
2. PVC  izolace
3. Výplň
4. PVC plášť

Technická specifikace:

Jmenovité napětí: 450/750  V

Zkušební napětí: 2,5  kV

Dovolená 
provozní teplota: min.  15 °C  max. + 70 °C

Nejmenší teplota 
– při montáži 

a manipulaci: + 5 °C
– při skladování:  25 °C

Největší teplota 
při skladování: + 40 °C

Použití: Pro pevné uložení v suchém nebo vlhkém
prostředí, v otevřeném prostoru nebo pod
omítkou.

Barva pláště:    černá

Barevné provedení 
žil dle: ČSN 33 01 66

Vyrobeno dle:  PN–DK 1.02

Standardní balení: kruhy 100 m, bubny, jednocestné cívky 500 m

Poznámka: Odolnost vůči šíření plamene
dle ČSN EN 50265–1;–2–1.

CYKY 450/750 V
Silový kabel pro pevné uložení • Power cable for fixed installations
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Construction:

CYKY 450/750 V

1. Solid copper conductor
2. PVC insulation
3. Filler layer
4. PVC sheath

Technical specification:

Rated voltage: 450/750  V

Test voltage: 2.5  kV

Perm. operating  
temperature: min.  15 °C  max. + 70 °C

Min. perm. temp. 
– with installation

and handling: + 5 °C
– storage:  25 °C

Max. perm. 
storage temp.: + 40 °C

Use: For fixed installations in dry or moist rooms, 
in open air or under plaster.

Colour of sheath: black

Colour marking of 
cores according to: ČSN 33 01 66

Manufactured 
according to: PN–DK 1.02

Standard packing:  coils 100 m, drums, oneway reels 500 m

Note: Flame retardation according to 
ČSN EN 50265–1;–2–1.



Technické údaje • Technical data:
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CYKY 450/750 V
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Způsob balení a expedice • Packing and despatch:
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